& |§ QAI Product Sheet

Qmetri

X

Observation-Minutes/Day

B BN

03/17 00:00 03/18 00:00 03/19 00:00 03/20 00:00
= Ausliage == Tire

Passing People/Hour

2000
1500

1000

500

. Ll

031 03/18 00:00 03,

Passing People/Day
8000

‘P ﬁ = E

03717 00:00 03/18 00:00 03/19 00:00 03/20 00:00 03/21 00:0
= Ausiage == Tir

Dwelltime/Person

03/17 00:00 03/18 D0:00 03/19 D0:00 03/20 00:00

== Ausiage == Tiir

Window-Frequency Counter

IP 67

ECEFC ﬂ .. DSVGODGPR N@ Mobile Dashboard Reporting




RIE3 M ) Qmetrix

Digitaler Kundenfluss

Window-Frequency Counter

QAI Sensor

Dimensions

82

2| []

31/© Q\

> SYSTEM PROPERTIES Mounting On the wall or the niche of the shopping window from
3.5m up to 5m high

Cover Depending on the mounting height - can be any
number of units in a row. Viewing angle approx. 65
degrees x 45 degrees

Web-Dashboard Data analytics: count, daily totals, maximum values
Length of stay, minutes of observation

App (optional) Data analytics: count, daily totals, maximum values
Length of stay, minutes of observation

Sensor Technology Infrared 3D depth measurment

» EL. CHARACTERISTICS Power supply 230V wall socket
Power consumption Per sensor <24W,; Stand-by: <0,5W
Operation temperature -10° to 45° Celsius — Rain proof IP54
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